Accessories

Dimensions

Height: 106.8mm/4.2"

Thickness: 10mm/0.400" (With Rear Bracket)
Thickness: 6.5mm/0.26" (Moving Parts)

Rugged Slide Rail Size 5

Length with rear bracket  580-800mm (22.8" - 31.5")
Slide travel 565mm (22.2")

Order Number CAE016383

Dimensions

Height: 65mm/2.56"

Thickness: 7.5mm/0.3"

Thickness: 5.8mm/0.23" (Moving Parts)

AUTOMATIC RELEASE IN EXTENDED POSITION

Slide Rail Size 3
Length with rear bracket  463-682mm (18.2" - 26.8")

Slide travel 511mm (20.1")

Order Number 65-051

Slide Rail Size 5

Length with rear bracket  565-783mm (22.2" - 30.8")
Slide travel 596mm (23.5")

Order Number 65-052

Slide Rail Size 7

Length with rear bracket  666-885mm (26.2" - 34.8")
Slide travel 726mm (28.3")

Order Number 65-053

RUGGED SLIDE RAILS

m Securely locked in extended position

m Quick front disconnect

= Rugged rear bracket

m 19" flanges with closed holes

m Roller assisted movement

» Made from cold rolled steel, zinc plated
m Load max. size 5 (static) 1000N (220Ibs)
m Load max. size 7 (static) 800N (175Ibs)

Rugged Slide Rail Size 7
Length with rear bracket  680mm-900mm (26.8"-35.4")

Slide travel 765mm (30.1")
Order Number CAE016384
STANDARD SLIDE RAILS

m Securely locked in extended position or automatic release in
extended position

m Quick front disconnect

m Rear bracket

m 19" flanges with open holes

= Made from cold rolled steel

m Low friction, high-abrasive paint for corrosion-protection

m Load max. (static) 600N (130Ibs)

SECURELY LOCKED IN EXTENDED POSITION

Slide Rail Size 3
Length with rear bracket  463-682mm (18.2" - 26.8")

Slide travel 511mm (20.1")

Order Number CAE014621

Slide Rail Size 5

Length with rear bracket  565-783mm (22.2" - 30.8")
Slide travel 596mm (23.5")

Order Number CAE010393

Slide Rail Size 7

Length with rear bracket  666-885mm (26.2" - 34.8")
Slide travel 726mm (28.3")

Order Number CAE011080
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