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›› Modular rugged display solution 
›› 21.5» high contrast TFT display with FHD resolution  

with safety glass protection
›› Integrated intelligent display controller 

with Ethernet M12 Interface
›› Wide power input for all train applications

MAIN FEATURES
21'' PASSENGER INFORMATION DISPLAY

RUGGED DISPLAY SOLUTION
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Please contact our sales team for more details.

China: +86 21 5866 5908
France: +33 388 56 72 50

Germany: +49 7231 97 34 0
Israel: +972 3 930 50 25

Singapore: +65 6479 8552
Switzerland: +41 44 933 41 11

United Kingdom: +44 1234 838 822
United States: +1 510 656 3400

SPECIFICATION ENCLOSURE

Display

Active display area 21.5 Inch

Technology TFT, RGB vertical stripe, VA mode normally black

Resolution 1920 x 1080 x 3 Pixel

Brightness 300 cd / m2 Brightness sensor

Contrast 5000:1

Colors 16.7 Mio (RGB 8 bit)

Viewing angle Horizontal 178° | vertikal 178°
Backlight LED, 50’000 h

Controller

CPU Intel Apollo Lake E3930, 2 Cores, 1.8 GHz
RAM 2 GB DDR3L

Flash 8 GB eMMC

Extension M2 socket for up to 128GB Flash
Mini PCIe Socket for WiFi

Interface 1 x 100 GB ETH
1 x USB 2.0, 1 x USB 3.0, Displayport

System

Outline dimensions 521.5 x 318.1 x 25 (54.3) mm
Mounting 6 x M4 threaded hole

Weight 5.2 kg

Construction Extruded aluminum

Protection glass Laminated safety glass, EN12543

Input voltage 14 to 154 VDC

Power consumption 25 W

Operating temperature Controller: -25 to +70 °C
Display: 0 to +50 °C, temperature control

Storage temperature -25 to +70 °C

Connectors M12  Power
M12 X-coded Ethernet

Norms EN50155
EN45545-2


